MATERIAL SAFETY DATA SHEET 



Radio Shack Professional Tape Head Cleaner 44-1113D 
RS 44-1113D 


Post Office Box 949 
Amarillo, TX 79105-0949 
Phone: (806) 372-8523 
FAX: (806) 372-8750 
Toll-Free: (800) 858-4043 


For 


Chemical Emergency, Spill, Leak, Fire 
Exposure, or Accident Call CHEMTREC 

■■ OR - - 


DAY 


NIGHT 1-800-424-9300. 


Hazardous Descrij>tlon: 

Isopropanol, Denatured Alcohol, Flammable Liquids UN1219 
(For Shipping Purposes Only) 

Hazard Rating Health: 1 Fire: 3 Reactivity: 0 
0-Least 1- Slight 2 -Moderate 3 -High 4-Extreme 


I - H 

Ingredient 



Hazard 

Isopropanol 

Ethanol 

Denaturing agent 
(MethanolJ 

67-63-0 

64-17-5 

67-56-1 

80-85 

15-20 

2.8 

oSHA l^EL 400ppm 
ACGIH TLV 400ppm 
TWA OSHA lOOOppm 
ACGIH lOOOppm 
OSHA PEL 200ppm 
ACGIH TLV 200ppm 





Boiling Point: S15 C l7^P pH; NA 

Density: 0.786 % Volatile; 100 

Solubility in Water: 100 % Solids: 0 

Vapor Densi'^ (Air=l>; 2.1 Evaporation Rate (H20=l): NIF 

Appearance: Clear water-white liquid with alcoholic odor. 

III - FIRE AND EXPLOSION HAZARD DATA 

Flash Point: 53 TCC Method Explosion Limits 

LEL: 2.0 UEL: 12.0 

Extinguishing Media: Water, foam, dry chemical, carbon dioxide, 
special Fire Fighting Procedures: 

Fire fighters should w^ar self contained, positive-pressure breathing 
apparatus and avoid skin contact. 

Unusual Fire and Explosion Hazards: 

None 

IV - HEALTH HAZARD DATA 

Effects of Overexposure 

INHALATION; Major route of exposure. Vapor is heavier than air and can 
cause suffocation by reducing the available oxygen for 
breathing. Breathing high concentrations of vapor may cause 
light-headedness, giddiness, shortness of breath, confusion, 
and may lead to narcosis, cardiac irregularities, 
unconsciousness or even death. 

EYES: Liquid c^n cause slight, teippo^rary irritation with slight temporary 
corneal injury. Vapors can irritate eyes. 

SKIN: Product may cause skin irritation. Repeated of prolonged contact may 
cause redness with burning, drying, and cracking of skin. This 
product may be absorbed through the skin. 

INGESTION; This product is toxic by ingestion. Ingestion may cause 

irritation of the digestive tract. Signs of nervous system 
depression (e.g. drowsiness, dizziness, loss of coordination, 
and fatigue) . Nausea and vomiting will most likely occur. 
Contains Methanol which can cause blindness. 

This product has not been classified as a carcinogen or a probable 
carcinogen by NTP, I ARC, or OSHA. 


NL=Not Listed NIF=No Information Found <OVER> NE=Not Estabilished NA=Not Applicable 

SINGLE SOURCE FOH YOUR NEEDS 







RS 44-1113D 

Emergency and First Aid Procedures , . , . , . , ^ 

INHAIATION: Remove to fresh air. If breathing has stopped, administer 
artificial respiration. Seek medical attention. 

EYES: Flush eyes for at least fifteen minutes with clear water. If 
irritation persists, seek medical attention. 

SKIN: Remove contaminated clothing and wash infected area with s gap and 
water. If irritation persist or redness develops, seek medical 
attention. 

INGESTION; SEEK EMERGENCY MEDICAL ATTENTION! If victim is drowsy or 

unconscious, place on the left ^idg with the head down. Do not 

f ive anything by mouth. If victim is conscious and alert, 
oilow directions of doctor, or poison control center. 


none of the ingrediants are listed on, the OSI^, lARC, or the NTP list of 
carcinogenic, mutagenic, or teratogenic chemicals. 


V - REACTIVITY DATA 

Stability: STABLE Conditions to Avoid: Contact With Open flame, heat 

Incompatibility (materials to avoid) 

Reactive alkali. metals, strong acids & bases. 

Hazardous Decomposition Products: 

Combustion yields carbon oxides. 

Hazardous Polymerization: WILL NOT OCCUR 

Conditions to Avoid: None ^ 

VI - SPILL OR LEAK PROCEDUI^S 

Ventilate area well ana avoid breathing vapors, pick up paper ana place in 
sealed containers for disposal. 


VII - WASTE DISPOSAL METHODS 

Material may be disposed of by a licensed reclaimer or incineration 
facility. Consult local. State, and federal disposal authorities for 
approved procedures . 


VIII - EMPLOYEE PROTECTION 

Respiratory Protection: . . . , . ^ 

If levels exceed TLVs, increased ventilation . or organic vapor mask required 
Ventilation: Do not use in closed space. Ventilation required. 

Hands: Solvent resistant gloves recommended. 

Eyes: Wear Splash proof safety goggles or glasses. 

Special Procautions: . . ^ , 

Keep this and all chemicals out of reach of children. 


IX - OTHER INFORMATION 

Chemicals reportable under SARA section 313 ~ 
Chemical CAS Percent 
Methanol 67-56-1 2.8 


TSCA Inventory Status : Re 
This product contains no 


ported/ Included . , 

chemicals found on the California Prop. 


65 list. 


Revised: Section II 12-20-94 


Prepared By: B. Riff el 


Date: 12—20—94 




